
picking
Elevah® 51 Move Picking is the only stock picker to 
be made entirely of aluminium and thus combines a 
weight of 330 kg with a payload capacity of 200 kg.

Its large and sturdy picking 
platform offers a 100kg 
capacity, and can be 
lowered a further 640mm 
at the push of a button 
for maximum storage and 
productivity.

Maximum Storage 

Extremely easy to operate 
and manoeuvre with its 
quick 5 km/h top driving 
speed and zero turning 
circle. 

Excellent Handling

The single lever joystick 
allows the operator to 
have one hand free and 
carry out other operations 
at height with ease.

Complete control in 
one hand

Its size of 77 x 143cm 
allows easy access in the 
tightest workplaces.

Compact Size

Watch the video
Use a mobile phone QR 
reader to scan the code

Retail

Hardware

Warehousing

Automotive

Workshops

Hospitals

Electrical

Trade Shows

Ideal Usage

5.10 m
Working height Or click the barcode

https://www.youtube.com/watch?v=kVQ_pxVEVnI


Max capacity 200 kg

Number of people 1

Use internal

Closed machine height

Min. height from the ground
to the platform level

325 mm

Min. picking from the ground

Picking plate stroke 640 mm

Max. height from the ground
to the platform level 

3000 mm

Max. picking from the ground   

Base overall dimensions

1410 mm

Cage inner dimensions

690 mm

Picking platform 780 mm

760 mm

Picking platform capacity 100 kg

Machine weight 330 kg

Power supply 24 V

N° 2 12V AGM Batteries 85 Ah

Battery charger 110V - 220V

Climbing ability at height 4%

Drive wheels dimension Ø 300 x 76

Swivel wheels dimensions Ø 150 x 40

Turning radius 1380 mm

Maximum rising speed 0,15 m/s

Maximum descending speed 0,15 m/s

Maximum shifting speed 1,25 m/s

Maximum shifting speed at height 0,42 m/s

Maximum pressure for 
wheel at full load

1,90 kN*

Work cycles (with fresh batteries)
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Specifications

EF

Maximum pressure whereas the weight of the platform plus the maximum 
load on the basket are completely distributed on one side of the platform 
(totally asymmetric load).

*

** By work cycle we mean a self-propelled movement of 20m with a full 
ascent to and descent from the maximum height and with adjustment of 
the loading platform.

330 kg 200 kg

picking

64 cm 100 
kg




