
The Athena 850 BL Bi-Energy scissor lift is an exceptional 
high-performance scissor lift for both indoor and outdoor use. 
Intelligent monitoring systems coupled with a state of the art 
bi-levelling system makes the scissor lift ideal for sloping and all 
terrain access work. Designed to work up to 7.90 metres in height, 
it offers a 250kg lift capacity and an extendable platform.

The Athena 850 BL Bi-Energy scissor lift includes a Hatz diesel 
engine and a 220V-2.2Kw motor pump for indoor use, which 
delivers low noise and clean operation. Furthermore, the 220V 
current generator enables the operator to use electric tools 
at heights, removing the need for local power sources and 
associated leads.

Takes on challenging terrain like no other scissor lift on the market

HIRE INDUSTRY EXCELLENCE AWARDS
Best New Product - Access

WINNER 2016

AWARD WINNING SCISSOR LIFTS

2016
PRODUCT OF THE YEAR

2017
Watch the video
Use a mobile phone QR 
reader to scan the code

DUAL POWER SOURCE
Use power tools freely with 
a 220V electric pump or an 
optional power generator when 
power is unavailable.

EXTENDABLE PLATFORM
The extendable platform provides more 
space and reach while the collapsible 
basket allows easy access in tighter 
spaces.

EASILY TRANSPORTABLE
The compact and lightweight 
design of the Athena makes it 
perfect for portable use.

Athena 850 BL Bi-Energy

https://www.youtube.com/watch?v=GJDTTuZ1HWM
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Basket capacity 250 kg (2 op.)

Max working height 7.9 m

Max height basket 
floor

5.9 m

Moving height 6.1 m

Lateral levelling for 
moving at heights

+ / - 4°

Powered Standard Diesel Hatz 1B40

Powered Bi energy Lithium Power Pack 
100Ah-48V

Powered (option) Petrol Honda iGX390

Accelerator Automatic

Undercarriage Bi-Levelling

Basket levelling Automatic

Longitudinal levelling 
front

+/- 16°

Longitudinal levelling 
rear

+/- 20°

Lateral levelling +/- 15°

Power generator 
(option) 

220V-1kW

Electric motor 
(option)

220V-2kW

Hydraulic commands Proportional

Direction-control 
system

Yes

Easy-drive system Yes

Dynamic Levelling 
System

Yes

Pro-Active Levelling 
System

Yes

Kit for high speed Max 2.20 km/h

Ground emergency Yes

Control of inclination Automatic

Gradeability 25°

Side slope 21°

Length 1.94 m

Width 1.30 ÷ 1.50 m

Minimum machine 
height with folded 
railings

1.99 m

Total weight 2460 kg

Compliance EN 280, ANSI, CSA, 
ASNZS1418

850 BL Bi-Energy Technical Data

Features

Self-levels on up to 20 degree inclines

Double door access
Independently levelling tracks

Light enough to tow by most work vehicles

Increases safety on slopes and inclines
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