
The new generation Athena 850 BL EVO is a unique bi-levelling, 
compact scissor lift designed for various indoor and outdoor 
applications. Featuring intelligent monitoring systems and state of 
the art engineering, the scissor lift offers tradespeople with a safer 
alternative for working up to 8 metres high on steep slopes and 
slight inclines in tight access situations.

The Athena 850 BL EVO scissor lift is identical to the Athena 
850 model but with two important differences. The EVO model 
includes a high-powered Kubota diesel engine, which provides 
substantial power when you need it most while reducing 
emissions and impact on the environment. Another feature is 
a proactive and dynamic levelling system which instinctively 
self-aligns and levels the machine up to 20-degree inclines. This 
enables the operator to work easily and in full safety on uneven 
and rough terrain.

Takes on challenging terrain like no other scissor lift on the market
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AWARD WINNING SCISSOR LIFTS

2016
PRODUCT OF THE YEAR

2017
Watch the video
Use a mobile phone QR 
reader to scan the code

DUAL POWER SOURCE
Dual power source makes 
the Athena highly suitable for 
both indoor and outdoor use.

A FASTER, MORE POWERFUL ENGINE
The high-powered Kubota diesel 
engine provides more power and 
less impact on the environment.

PROACTIVE AND DYNAMIC LEVELLING
The Athena has the ability to automatically 
level in either the stowed or raised 
position during transitioning.

Athena 850 BL EVO

https://www.youtube.com/watch?v=GJDTTuZ1HWM
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850 BL EVO
Technical Data

Features

7.9 metres working height

Bi-levelling undercarriage
More powerful and quieter Kubota engine

Instinctive self-aligning ability at height
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Basket capacity 250 kg (2 op.)

Max working height 7.9 m

Max height basket floor 5.9 m

Moving height 6.1 m

Lateral levelling for 
moving at heights

+/- 4°

Powered Diesel KUBOTA Z482

Accelerator Automatic

Undercarriage Bi-Levelling

Basket levelling Automatic

Longitudinal levelling 
front

+/- 16°

Longitudinal levelling rear +/- 20°

Lateral levelling +/- 15°

Power generator (option) 220V-1kW

Electric motor 220V-2kW

Hydraulic commands Proportional

Direction-control system Yes

Easy-drive system Yes

Kit for high speed Max 2.20 km/h

Ground emergency Yes

Control of inclination Automatic

Gradeability 25°

Side slope 21°

Length 1.94 m

Width 1.30 ÷ 1.50 m

Minimum machine height 
with folded railings

1.99 m

Total weight 2200 kg

Compliance EN 280, ANSI, CSA, 
ASNZS1418


